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Superior Features

Double welded
To header pipe

Freeze Protection

One rigid solar panel, with 100% of area utilized

Base materials:
* Top quality high impact polypropylene

* High concentration of small particle carbon
black

* Non depleting light stabilizer

Solar Pool Heaters ,, vww.techno-solis.com

fince 1976
The world’s most

pool heating system

Australian Agent:
Technosolis Australia www.technosolisaustralia.com

Local Distributors

Lifetime Warranty

* See warranty conditions for details.



Installed since 1976

Techno Solis is one of the original companies
involved with the design and manufacture of

non metal solar collectors. Through world wide
experience we can offer you a collector that
withstands freezing conditions as well as
extremely high temperatures. For the Australian
market we also cover a unique Cockatoo
protection. * See warranty conditions for details.
The raw materials are especially manufactured to
meet our stringent requirements and comprise of:

* Base material — Polypropylene
¢ Carbon Black
* Non depleting light stabiliser

Our high quality panels are manufactured in our
factory since 1976 using our especially designed
production equipment. The panels are of simple
construction and consist of:

* Extruded collector sheet
¢ Extruded header pipe

Collector and header pipe are dual welded for
superior strength.

The result is a high quality panel
Before leaving our factory, EVERY Techno-Solis
Panel must pass a weld, seam, flow and pressure

test at 650 kpa of water. This guarantees a perfect

product.
Due to the solid construction our panels are quick

and easy to install and look as they are part of the

roof structure.

Product Details

C15TS12 ~ C15TS10. C15TS08

Panel -size

Length metres 3.64 | 3.04 | 242
Width 1211121 | 1.21
Area sq metres 4.4 3.7 2.9
Header ot S y { TE
Weight empty kg 13.15110.89| 8.62
Weight full kg 28.35|24.31| 20.28
Water volume litres 15.26 [ 13.48 | 11.70
Flow rates I/min

Max 37.86 | 37.86| 37.89
Min 11.36 | 9.47 | 9.47
Recommended 18.55 | 18.55| 18.55
Pressure

Max static kpa 550 |550 |550
Max operating kpa 240 |240 |240
Number of channels 104 |104 | 104
Warranty

* Lifetime Warranty
* Additional Cockatoo Warranty

Why Techno Solis

100% of the collector is utilized to absorb the suns
energy.

Techno-Solis rates constantly number one in every
industry-wide durability and performance test.
Some of these outstanding advantages are:

Welded connections

Surface welded

Seam welded

Manufactured and installed for over
30 years

Guaranteed freeze protection
World wide installations

Rigid construction

Cockatoo Warranty

Our team here at Techno Solis is dedicated to
produce the best solar panel in the world. We
started over 30 years ago and the company is now
operated by the second generation. Sebastian

has spent his youth with his father in creating this
outstanding product. His hands on experience,

in all the aspects of manufacture, gained over so
many years, have resulted in a superior product.

Traditionally the use of Techno-Solis panels extend
the swimming season by 4 months depending on
location and number of panels.

The complete system comprising of Panels and
associated equipment are installed by local
Techno-Solis installers.



